ReaderTT.config = {"pagecount":174,"title":"LOGO!","author":"A&D AS SM ID","subject":"Hanbuch","keywords":"EWA 4NEB 712 6006-01a","creator":"Interleaf, Inc.","producer":"Acrobat Distiller 4.0 for Windows","creationdate":"D:20030318122655","moddate":"D:20030321094202+01'00'","trapped":"","fileName":"document.pdf","bounds":[[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,910],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909],[641,909]],"bookmarks":[{"title":"Willkommen bei LOGO!","page":1,"zoom":"XYZ 0 828 null"},{"title":"Inhaltsverzeichnis","page":3,"zoom":"XYZ 0 828 null"},{"title":"1 LOGO! kennenlernen","page":7,"zoom":"XYZ 0 828 null"},{"title":"2 LOGO! montieren und verdrahten","page":11,"zoom":"XYZ 0 828 null","children":[{"title":"2.1 LOGO! montieren/demontieren","page":12,"zoom":"XYZ 68 826 null"},{"title":"2.2 LOGO! verdrahten","page":13,"zoom":"XYZ 94 826 null","children":[{"title":"2.2.1 Spannungsversorgung anschließen","page":13,"zoom":"XYZ 99 644 null"},{"title":"2.2.2 Eingänge von LOGO! anschließen","page":15,"zoom":"XYZ 99 826 null"},{"title":"2.2.3 Ausgänge anschließen","page":18,"zoom":"XYZ 73 826 null"},{"title":"2.2.4 ASi-Bus anschließen (nur LOGO! ...LB11)","page":20,"zoom":"XYZ 73 826 null"},{"title":"2.2.5 LOGO!...LB11 am ASi-Bus","page":21,"zoom":"XYZ 99 470 null"}]},{"title":"2.3 LOGO! einschalten/Netzwiederkehr","page":22,"zoom":"XYZ 68 826 null"}]},{"title":"3 LOGO! programmieren","page":25,"zoom":"XYZ 0 828 null","children":[{"title":"3.1 Klemmen","page":26,"zoom":"XYZ 68 826 null"},{"title":"3.2 Blöcke und Blocknummern","page":28,"zoom":"XYZ 68 826 null"},{"title":"3.3 Vom Stromlaufplan zu LOGO!","page":31,"zoom":"XYZ 94 826 null"},{"title":"3.4 Die 4 goldenen Regeln zum Bedienen von LOGO!","page":34,"zoom":"XYZ 67 826 null"},{"title":"3.5 Übersicht über die Menüs von LOGO!","page":35,"zoom":"XYZ 94 826 null"},{"title":"3.6 Programm eingeben und starten","page":36,"zoom":"XYZ 68 826 null","children":[{"title":"3.6.1 In die Betriebsart Programmieren wechseln","page":36,"zoom":"XYZ 73 728 null"},{"title":"3.6.2 Erstes Programm","page":37,"zoom":"XYZ 99 495 null"},{"title":"3.6.3 Programm eingeben","page":38,"zoom":"XYZ 73 406 null"},{"title":"3.6.4 Zweites Programm","page":45,"zoom":"XYZ 99 826 null"},{"title":"3.6.5 Einen Block löschen","page":50,"zoom":"XYZ 73 826 null"},{"title":"3.6.6 Mehrere zusammenhängende Blöcke löschen","page":51,"zoom":"XYZ 99 826 null"},{"title":"3.6.7 Tippfehler korrigieren","page":52,"zoom":"XYZ 73 826 null"},{"title":"3.6.8 \u201d?\u201d im Anzeigefeld","page":52,"zoom":"XYZ 73 553 null"},{"title":"3.6.9 Programm löschen","page":52,"zoom":"XYZ 73 245 null"}]},{"title":"3.7 Funktionen","page":54,"zoom":"XYZ 68 826 null"},{"title":"3.8 Grundfunktionen \u2013 GF","page":55,"zoom":"XYZ 94 826 null","children":[{"title":"3.8.1 AND (UND)","page":56,"zoom":"XYZ 73 826 null"},{"title":"3.8.2 OR (ODER)","page":56,"zoom":"XYZ 73 371 null"},{"title":"3.8.3 NOT","page":57,"zoom":"XYZ 99 574 null"},{"title":"3.8.4 NAND","page":58,"zoom":"XYZ 73 826 null"},{"title":"3.8.5 NOR","page":58,"zoom":"XYZ 73 343 null"},{"title":"3.8.6 XOR","page":59,"zoom":"XYZ 99 469 null"}]},{"title":"3.9 Sonderfunktionen \u2013 SF","page":60,"zoom":"XYZ 68 826 null","children":[{"title":"3.9.1 Genauigkeit der Zeit (alle Varianten) und der Zeitschaltuhr (LOGO!...C...-Varianten)","page":63,"zoom":"XYZ 99 826 null"},{"title":"3.9.2 Parameter T","page":63,"zoom":"XYZ 99 472 null"},{"title":"3.9.3 Einschaltverzögerung","page":64,"zoom":"XYZ 73 826 null"},{"title":"3.9.4 Ausschaltverzögerung","page":65,"zoom":"XYZ 99 826 null"},{"title":"3.9.5 Stromstoßrelais","page":66,"zoom":"XYZ 73 826 null"},{"title":"3.9.6 Zeitschaltuhr","page":67,"zoom":"XYZ 99 501 null"},{"title":"3.9.7 Zeitschaltuhr einstellen","page":70,"zoom":"XYZ 73 826 null"},{"title":"3.9.8 Zeitschaltuhr: Beispiele","page":71,"zoom":"XYZ 99 826 null"},{"title":"3.9.9 Selbsthalterelais","page":73,"zoom":"XYZ 99 826 null"},{"title":"3.9.10 Symmetrischer Taktgeber","page":74,"zoom":"XYZ 73 826 null"},{"title":"3.9.11 Speichernde Einschaltverzögerung","page":75,"zoom":"XYZ 99 826 null"},{"title":"3.9.12 Vor-/Rückwärtszähler","page":76,"zoom":"XYZ 73 826 null"},{"title":"3.9.13 Betriebsstundenzähler","page":79,"zoom":"XYZ 99 826 null"},{"title":"3.9.14 Wischrelais \u2013 Impulsausgabe","page":82,"zoom":"XYZ 73 495 null"},{"title":"3.9.15 Schwellwertschalter für Frequenzen","page":84,"zoom":"XYZ 73 826 null"}]},{"title":"3.10 Speicherplatz und Größe einer Schaltung","page":86,"zoom":"XYZ 68 826 null"}]},{"title":"4 LOGO! Programmodule","page":87,"zoom":"XYZ 0 828 null","children":[{"title":"4.1 Die Module im Überblick","page":88,"zoom":"XYZ 73 826 null"},{"title":"4.2 Programmodul/Card entnehmen und stecken","page":91,"zoom":"XYZ 99 826 null"},{"title":"4.3 Programm von LOGO! auf das Programmodul/Card kopieren","page":93,"zoom":"XYZ 99 826 null"},{"title":"4.4 Programm von dem Programmodul/Card auf LOGO! kopieren","page":95,"zoom":"XYZ 99 826 null"}]},{"title":"5 LOGO! parametrieren","page":97,"zoom":"XYZ 0 828 null","children":[{"title":"5.1 In die Betriebsart Parametrieren wechseln","page":98,"zoom":"XYZ 68 826 null","children":[{"title":"5.1.1 Parameter","page":99,"zoom":"XYZ 99 826 null"},{"title":"5.1.2 Parameter auswählen","page":100,"zoom":"XYZ 73 826 null"},{"title":"5.1.3 Parameter ändern","page":101,"zoom":"XYZ 99 826 null"}]},{"title":"5.2 Uhrzeit stellen (LOGO! ... C)","page":103,"zoom":"XYZ 94 427 null"}]},{"title":"6 LOGO!\u2013Soft","page":107,"zoom":"XYZ 0 828 null","children":[{"title":"6.1 Einsatzmöglichkeiten von LOGO!\u2013Soft","page":108,"zoom":"XYZ 94 826 null"},{"title":"6.2 LOGO! mit einem PC koppeln","page":109,"zoom":"XYZ 68 826 null"},{"title":"6.3 LOGO!-Soft an LOGO! benutzen","page":110,"zoom":"XYZ 94 826 null"}]},{"title":"7 Anwendungen","page":111,"zoom":"XYZ 0 829 null","children":[{"title":"7.1 Treppenhaus- oder Flurbeleuchtung","page":112,"zoom":"XYZ 94 828 null","children":[{"title":"7.1.1 Anforderung an eine Treppenhausbeleuchtung","page":112,"zoom":"XYZ 99 771 null"},{"title":"7.1.2 Bisherige Lösung","page":112,"zoom":"XYZ 99 603 null"},{"title":"7.1.3 Beleuchtungsanlage mit LOGO!","page":113,"zoom":"XYZ 73 495 null"},{"title":"7.1.4 Besonderheiten und Erweiterungsmöglichkei-ten","page":116,"zoom":"XYZ 99 826 null"}]},{"title":"7.2 Automatische Tür","page":117,"zoom":"XYZ 68 828 null","children":[{"title":"7.2.1 Anforderungen an eine automatische Tür","page":117,"zoom":"XYZ 73 730 null"},{"title":"7.2.2 Bisherige Lösung","page":118,"zoom":"XYZ 99 826 null"},{"title":"7.2.3 Türsteuerung mit LOGO!","page":118,"zoom":"XYZ 99 469 null"},{"title":"7.2.4 Besonderheiten und Erweiterungsmöglichkei-ten","page":121,"zoom":"XYZ 73 826 null"},{"title":"7.2.5 Erweiterte Lösung mit LOGO! 230RC","page":121,"zoom":"XYZ 73 577 null"}]},{"title":"7.3 Lüftungsanlage","page":124,"zoom":"XYZ 93 828 null","children":[{"title":"7.3.1 Anforderungen an eine Lüftungsanlage","page":124,"zoom":"XYZ 93 771 null"},{"title":"7.3.2 Vorteile beim Einsatz einer LOGO!","page":126,"zoom":"XYZ 99 406 null"}]},{"title":"7.4 Industrietor","page":128,"zoom":"XYZ 93 828 null","children":[{"title":"7.4.1 Anforderungen an die Torsteuerung","page":128,"zoom":"XYZ 93 481 null"},{"title":"7.4.2 Bisherige Lösung","page":129,"zoom":"XYZ 73 826 null"},{"title":"7.4.3 Erweiterte LOGO! Lösung","page":131,"zoom":"XYZ 73 826 null"}]},{"title":"7.5 Zentrales Ansteuern und Überwachen mehrerer Industrietore","page":132,"zoom":"XYZ 94 828 null","children":[{"title":"7.5.1 Anforderungen an die Torsteuerung","page":133,"zoom":"XYZ 73 826 null"}]},{"title":"7.6 Lichtbänder","page":136,"zoom":"XYZ 93 828 null","children":[{"title":"7.6.1 Anforderung an die Beleuchtungsanlage","page":136,"zoom":"XYZ 93 372 null"},{"title":"7.6.2 Bisherige Lösung","page":137,"zoom":"XYZ 73 826 null"},{"title":"7.6.3 Lichtbandsteuerung mit LOGO! 230RC","page":138,"zoom":"XYZ 99 826 null"}]},{"title":"7.7 Brauchwasserpumpe","page":140,"zoom":"XYZ 94 828 null","children":[{"title":"7.7.1 Anforderungen an die Steuerung einer Brauch-wasserpumpe","page":141,"zoom":"XYZ 73 826 null"},{"title":"7.7.2 Bisherige Lösung","page":141,"zoom":"XYZ 73 635 null"},{"title":"7.7.3 Brauchwasserpumpe mit LOGO! 230RC","page":142,"zoom":"XYZ 99 826 null"},{"title":"7.7.4 Besonderheiten und Erweiterungsmöglichkei-ten","page":143,"zoom":"XYZ 73 551 null"}]},{"title":"7.8 Zentrales Ansteuern und Überwachen von Pumpen","page":144,"zoom":"XYZ 94 828 null","children":[{"title":"7.8.1 Anforderungen an die Steuerung eines Pum-pensystems","page":145,"zoom":"XYZ 73 401 null"},{"title":"7.8.2 Pumpensteuerung mit LOGO! 230RLB11","page":146,"zoom":"XYZ 99 826 null"}]},{"title":"7.9 Abwickelhaspel","page":148,"zoom":"XYZ 94 828 null","children":[{"title":"7.9.1 Anforderung an eine Abwickelhaspel","page":148,"zoom":"XYZ 99 730 null"},{"title":"7.9.2 Bisherige Lösung","page":148,"zoom":"XYZ 99 432 null"},{"title":"7.9.3 Abwickelhaspel mit LOGO! 24R","page":149,"zoom":"XYZ 73 826 null"},{"title":"7.9.4 Vorteile beim Einsatz einer LOGO!","page":150,"zoom":"XYZ 99 482 null"}]},{"title":"7.10 Weitere Anwendungsmöglichkeiten","page":151,"zoom":"XYZ 68 828 null"}]},{"title":"A Technische Daten","page":152,"zoom":"XYZ 0 828 null","children":[{"title":"A.1 Allgemeine Technische Daten","page":152,"zoom":"XYZ 99 783 null"},{"title":"A.2 Technische Daten: LOGO! 230....","page":154,"zoom":"XYZ 99 826 null"},{"title":"A.3 Technische Daten: LOGO! 24, LOGO! 24R, LOGO! 24RC","page":157,"zoom":"XYZ 73 623 null"},{"title":"A.4 Technische Daten: LOGO! 24L, LOGO! 24RL, LOGO! 24LB11, LOGO! 24RLB11","page":159,"zoom":"XYZ 73 322 null"},{"title":"A.5 LOGO! Power 1.3 und LOGO! Power 2.5","page":164,"zoom":"XYZ 99 826 null"},{"title":"A.6 LOGO! Contact 24 und LOGO! Contact 230","page":165,"zoom":"XYZ 73 522 null"}]},{"title":"B LOGO! ...LB11: Umschaltung Active - Passive","page":168,"zoom":"XYZ 0 828 null"},{"title":"C Speicherbedarf ermitteln","page":170,"zoom":"XYZ 0 828 null"},{"title":"Abkürzungen","page":174,"zoom":"XYZ 0 828 null"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
